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Vytisknout stranku

SUV Kajene Sport s otviracimi dveimi, DO, 12V,

Postupujte a sestavujte dily pfesné podle jednotlivych - po sobé jdoucich obrazk !
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Odsroubuj pfichytné sroubky,
zpét uZ se nedavaji !l
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Zapojeni baterie: :
Cerveny kabel na Gerveny plus!
cerny kabel na Cerny minus!
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Zajisteni sedadla:
symbol odemknutého zamku = odjisténo.
’ symbol zamknutého zamku = zajisténo.

(:
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Vytazenim packy:
zablokujete volant proti zataceni kol
pii tazeni / tladeni auticka, —

POZOR!
- - pti zablokovaném volantu
- je zakdzano ovladat zaticeni
dilkovym ovladanim i ruc¢né !!
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Tazeni nebo tlaceni auticka,
(pfedem vzdy zablokujte ¢ervenou packou otaceni volantu)
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S Oto nim klice - zapni, g
_ | 7pét vypni,

. !
Pedal pro jizdu,
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Prepindni rychlosti:

HIGH = rychla jizda
LOW = pomalejsi jizda
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Digitalni voltmetr,
stav nabiti baterie,

Podr? tlaitko:
zvuk nahlas
zatlacenim:

tup pro Mp3.
SD kartu,
USB port,

)
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2.4G bluetooth dalkovy ovladac,

246 Fregvency remote control  The remote control type:SHSB12VID-38

Instructions
#Car_Select is required for the first time (or replace the battery) :
Step I Installing the remote control batteries, and the speed indicators will flash theee times
Step 2 Press the Car_Select key for about 2 seconds, the Car_Sclect lamp wil flash. Power on
the car immediately .
Step3 The Car_Select lamp will off if successhul . else repeat step 2
Ho00160817 SSTDRS | Speed selection - LOW speed: Only one lamp lashing; MED speed- Two lamps flashing;
HIGH speed- Three lamps fashing. Each owns show start and stop
2, Press the STOP key will stop the car ; Other keys like it meant.
3. The remote control will power aff after 15°s without operating, any key will pewer on.

This ote t be
A WARNING uudr;;‘ndm:“::ly

Vlozte 2 mikrotuzkové baterie R3, AAA.
pozor na spravnou polatitu +a - !!,

Power-ine '
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Dioda zvolené rychlosti,
pomalu, rychleji. nejrycheji.

FORWARD Brzda Hop SPEED_SELECT

Volba rychlosti,

LEFT

Leva,

CAR_SELECT
Sladeéni DO s autickem,

Sladéni 2.4G ovladace s autickem:
Vypnéte vypina¢ Off na auticku - auticko musi byt vypnuté,

Zmacknete a drzte tlacitko car select cca 2-3 vtefiny, za¢ne blikat LED dioda,
Pii tom zapnéte vypina¢ On na auti¢ku - auti¢ko se musi zapnout,

Poté zhasne LED dioda car select,

Nyni je ovlada¢ sladén s autickem, poté jej muizete ovladat dle popisu.

Po nékolika cca 15 viefinach necinnosti se ovladac sam vypne,

Opétovné zapnuti ovladace - jakymkoliv tla¢itkem.

Pii vymeéne baterii nebo nefunkénosti oviadani opakujte cely tento postup,
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Nabijeni baterie, ( zasuvka je pod sedadlem)

Zasuvka pro nabijeni.
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Cas nabijeni 10 - 12 hod / max.15hod !!
Pokud vozitko nepouzivate. baterii nabijejte 1x mesic¢né cca 6 hodin!.

Nedodrzenim zniCite nebo zkratite Zivotnost baterie!, baterii chrafte pfed mrazem!,
Pii nabijeni miZe byt nabijecka i baterie tepla - toto je normalni,
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