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Vytisknout stranku

Niavod na sestaveni a pouzivani auticka Mercedes-Benz SLR Mc Laren Stirling Moss
s 2.4G bluetooth DO, EVA kola, ¢alounénd sedacka, LED, 12V,

Postupujte a sestavuijte dily pfesné podle jednotlivych - po sobé& jdoucich obrazkd !!!
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Sroubovakem vytlacte poklicku ven,
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Za;;ojeni baterie:
cerveny kabel na cerveny plus! / Cemny kabel na ¢erny minus!

17236 23.1.2019 8:48



Navod-sestaveni. http://navod-sestaveni.cz/navod.php?id=

18236 23.1.2019 8:48



Navod-sestaveni. http://navod-sestaveni.cz/navod.php?id=

19z36 23.1.2019 8:48



Navod-sestaveni. http://navod-sestaveni.cz/navod.php?id=

20z 36 23.1.2019 8:48



Navod-sestaveni. http://navod-sestaveni.cz/navod.php?id=

Po zapojeni konektort kabehi volant stale drzte S
( jinak hrozi pad volantu a vytrzeni kabeli !,)
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Ovladaci prvky auticka,

minimaneé 12,V
(poté auto nepojede)

T— Ehckem oto¢ doprava, ¥
= zapnuto,
klickem zpét
= vypnuto,
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v

: v!z'ldaci prvky auticka.

jizda na DO
=RC
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2.4G bluetooth dalkovy ovladac,

Operations Guide SHSB12VWS-3

First time to use(Or replace the battery)
select ot to pair, the car can mawe after tuming on power.
T selet to be paired, please follaw the Bellows

Step | Open the remote control battery compartment, put two AAALSY batteries into the battery
comipartment (pay attention to the battery cavity polarity), close the cap. the frequency lamp flashes
if the battery ts installed correctly

Step 2 Tiurn the car power, hold press the frequency key for 23 seconds

Step 3 Then turn on car power immediately, the frequency Hghts off Please repeat steps 23 if the
parig not in success of frequency:

General we

1. Speed selection - LOW speed: Only one lamy flashing, MED speed- Tovo Lamps Aashing,

HIGH spetd- Thiee lamjs fashing, Each owns slow start s stap
2, Press the STOP key will stop the car ; Other keys like it meant
3, The remote control will power off after 15's without operating, any key will power on.

the FCC certification testing and ECM credential

N

___—— Vlo#te 2 mikrotuzkové baterie R3 AAA, —
pozor na spravnou polaritu !, +/- \
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2.4G bluetooth dalkovy ovladac.

Zvolena rychlost,
1 LED = pomalu,
2 LED =rychle,

3 LED = nejrychleji,
e

Sladéni 2,4G ovladace s autickem:
v

vypneéte vypinac¢ Off na auticku - auticko musi byt vypnute,
zmacknete a drzte tlacitko car select cca 2-3 vtefiny,

4 pfi tom zapnéte vypinac On na auticku - auticko se musi zapnout, N _
X / zacne blikat dioda car select, poté zhasne, A S
% F nyni je ovlada¢ sladén s autickem. poté jej miZete ovladat dle popisu,
po nekolika cca 15 vtefinach necinnosti se ovlada¢ sam vypne,
pfi vimeéne baterii nebo nefunkénosti ovladani opakujte cely tento postup.
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Nabijeni baterie,
¢as nabijeni 8 - 10 hod / max.15hod !,
pii nabijeni miiZe byt nabijecka i baterie tepla - toto je normaélni,

Zasuvka pro nabijeni,
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Diilezité upozornéni !,
pokud vozitko nepouZivate, baterii nabijejte 1x mésicné cca 6 hodin!,

nedodrzenim zni€ite nebo zkratite Zivotnost baterie!, baterii chraiite pred mrazem!.

pii nabijeni miize byt nabijecka i baterie tepla - toto je normalni,
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