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Vytisknout stranku

Navod k sestaveni a ovladani traktoru 12V s 2.4G bluetooth dalkovym ovladanim,

—

Postupuijte a sestavujte dily pesre podle jednotlivych - po sol§ jdoucich obrazki !!!
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Zapojeny konektor zastréte do otvoru
v piistrojové desce !,
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Nabijeni baterie,

Cas nabijeni 10 - 12 hod / max.15hod !
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Pokud vozitko nepouzwatc baterii nabqe]te 1x mésicné cca 6 hodin!,
Nedodrzenim zni€ite nebo zkratite Zivotnost baterie!, baterii chrante pred mrazem!, 5
Pii nabijeni mize byt nabl_]ecka i baterie tep!a toto je normalni. 1
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Ovladani traktoru,

Pedal pro jizdu,
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Na volanfu;
Klakson / muzika, pisnicky,
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2.4 G bluetooth dalkové ovladani,
Sladéni 2,4G ovladace s traktorem:

3 LED diody zvolené rychlosti,
blikaji:
pomalu, rychleji, nejrychleji,

Tlacitko volby 3 rychlosti,

FORWARD SPEED_SELECT

STOP
Brzda, stop,

CAR_oELECT RIGHT
1 LED dioda a tlacitko car select,

Traktor vypnéte tlac¢itkem ON / OFF, musi byt vypnuty,
po vlozeni baterii rychle blikaji 3 diody rychlosti a sviti 1 dioda car select,
zmacknéte a drzte tlacitko car select aZ zacne 1 dioda car select blikat a

3 diody rychlosti se rozsviti trvale,

pii tom ihned, cca do 2 vtefin zapnéte vypina¢ ON na traktoru -

traktor se musi zapnout,

poté zhasne 1 dioda car select. nyni je sladéno dalkové ovladani s traktorem,
poté jej muZete ovladat dle popisu,

po nékolika cca 15 vtefindch necinnosti se ovladac sam vypne,
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2.4G bluetooth dalkove ovladani k traktoru,

246 Fregvency remote control  The remote control type:SHSB12VID-38

Instructions
#Car_Select is required for the first time (or replace the battery) :
Step I Installing the remote control batteries, and the speed indicators will flash theee times
Step 2 Press the Car_Select key for about 2 seconds, the Car_Sclect lamp wil flash. Power on
the car immediately .
Step3 The Car_Select lamp will off if successhul . else repeat step 2
Ho00160817 SSTDRS | Speed selection - LOW speed: Only one lamp lashing; MED speed- Two lamps flashing;
HIGH speed- Three lamps fashing. Each owns show start and stop
2, Press the STOP key will stop the car ; Other keys like it meant.
3. The remote control will power aff after 15°s without operating, any key will pewer on.

Thi ote t be
A WARNING us:dr;;‘ndulr'l“::ly

.

rovaresr Iirnaoe

Vlozte 2 mikrotuzkové baterie R3, AAA,
pozor na spravnou polaritu +a - !!,

Power-ine '
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