Navod-sestaveni. http://navod-sestaveni.cz/navod.php?id=

Vytisknout stranku

Navod k sestaveni a ovladani dvoumistné bugi sports cool s 2.4 G DO,

Postupujte a sestavuijte dily pfesné podle jednotlivych - po sobé& jdoucich obrazkd !!!
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Kli¢ &. 13mm,
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Osu namazte vazelinou nebo olejem,

.
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Po zapojeni konektort kabelt volant stile drzte
( jinak hrozi pad volantu a vytrZeni kabela !,)
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Volant stale drzte,
-~

zastréte do otvoru nad fizenim,
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Zapojeni baterii:

cervené kabely na cervené plusy! / ¢erné kabely na ¢erné minusy!

Piekontrolujte zapojeni baterii presné podle obrazku,
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2.4G bluetooth dalkovy ovladac,

Operations Guide SHSB12VWS-3

First time to use(Or replace the battery)
select ot to pair, the car can mawe after tuming on power.
T selet to be paired, please follaw the Bellows

Step | Open the remote control battery compartment, put two AAALSY batteries into the battery
comipartment (pay attention to the battery cavity polarity), close the cap. the frequency lamp flashes
if the battery ts installed correctly

Step 2 Tiurn the car power, hold press the frequency key for 23 seconds

Step 3 Then turn on car power immediately, the frequency Hghts off Please repeat steps 23 if the
parig not in success of frequency:

General we

1. Speed selection - LOW speed: Only one lamy flashing, MED speed- Tovo Lamps Aashing,

HIGH spetd- Thiee lamjs fashing, Each owns slow start s stap
2, Press the STOP key will stop the car ; Other keys like it meant
3, The remote control will power off after 15's without operating, any key will power on.

the FCC certification testing and ECM credential

N

___—— Vlo#te 2 mikrotuzkové baterie R3 AAA, —
pozor na spravnou polaritu !, +/- \
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2.4G bluetooth dilkovy ovladac.
Zvolena rychlost,

3 LED blikaji pomalu - pomala jizda, ot

~ 3 LED blikaji rychleji - rychlejsi jizda,

3 LED blikaji rychle - rychla jizda,
-

b

Sladéni 2,.4G ovladace s autickem:
\/

vypnéte vypina¢ Off na auti¢ku - auti¢ko musi byt vypnuté, '
zmacknéte a drzte tlacitko car select cca 2-3 vtefiny,
Y /

pfi tom zapnéte vypina¢ On na auticku - auticko se musi zapnout,
zacne blikat dioda car select, poté zhasne,

\ \>
nyni je ovlada¢ sladén s anti¢kem. poté jej miZete ovladat dle popisu, '
po nékolika cea 15 viefinach neéinnosti se ovladaé sam vypne,

X
pii vymeéne baterii nebo nefunkénosti ovladani opakujte cely tento postup,
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Prvni idaj po zapnuti ukaze player voltmetr -
stav nabiti baterie. minimalné 12,8 V,

Mp3, TF karta, USB slot,

Sipky a + / - ovladaji hlasitost,

drzte je do pozadovane hlasitosti,

Hlavni vypinac: B
1 = zapnuto,
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Nabijeni baterii,

¢as nabijeni 10 - 12 hod / max.15hod !,

pfi nabijeni maZe byt nabijecka i baterie tepla - toto je normalni,

Zasuvka pro nabijeni,

W Nabijecka,
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DiileZité upozornéni !,
pokud vozitko nepouzivite, baterie nabijejte 1x mési¢né cca 8 hodin!,

nedodrzenim zni¢ite nebo zkratite Zivotnost baterie!, baterii chrante pfed mrazem!,
pii nabijeni muZe byt nabijecka i baterie tepla - toto je normalni,
Nedodrzenim tohoto upozornéni zniéite nebo zkratite Zivotnost baterie!,
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- 1 .
Piejeme krdsné zazitky v nové dvoumistné buging sports cool s 2.4 G DO,
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